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DEPARTMENT OF TRANSPORTATION




	Construction
Pipe Installation Checklist

	Instructions for Use: This checklist is not intended to assure that all conditions defined by the contract are met.  This checklist is a tool used for each project built with Federal Aid Funds, to document minimum quality assurance activities that are performed by the LPA and/or NDOT at critical times during construction.

This form should be completed by the LPA RC and/or NDOT State Representative.  The LPA RC and/or NDOT State Representative is responsible for adding a copy of the completed checklist to the project correspondence log in SiteManager.

	Local Project Agency (LPA):

     
	LPA Responsible Charge:

     

	State Project No.:


     
	Project Name and Location:


     

	State Control No.:


     
	Date of Review:


     
	This Form was Completed By:


     


	Item

#
	Task Description or Questions
	Completed
	If No, Define Corrective Action
	Information Used to Verify Content
	Additional Comments

	
	
	Yes
	No
	N/A
	
	
	

	1.
	Has inspector checked and documented potential conflicts with existing and proposed underground utilities?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Plans, Utility markings, Daily Work Reports, SiteManager
	     

	2.
	Has size, type and length of pipe been verified and documented by the inspector?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Plans and Specifications, Daily Work Reports, SiteManager
	     

	3.
	Has the inspector documented that heat numbers on the pipe and on the certifications match?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Stamped Pipe, Certifications, Daily Work Reports, SiteManager
	     

	4.
	Has the class of concrete pipe been verified and documented by the inspector?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Plans and Specifications, certification, Stamped Pipe, Daily Work Reports, SiteManager
	     

	5.
	Are there any defects or damage to the pipe prior to installation?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Visual, Daily Work Reports, SiteManager
	     

	6.
	Did the inspector verify that the flowline grades and offsets were in accordance with the plans?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Plans, Daily Work Reports, SiteManager
	     

	7.
	Did the inspector verify that flowlines of culverts match ditch or channel flowlines?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Plans, Daily Work Reports, SiteManager
	     

	8.
	Did the inspector verify that the pipe is installed in accordance with specifications for proper grade and type of installation?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Plans and Specifications, Daily Work Reports, SiteManager
	     

	9.
	Has unsuitable material been undercut and replaced with the proper material?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Daily Work Reports, SiteManager
	     

	10.
	Has the inspector verified during flexible (plastic and corrugated metal) pipe installation that deflections are within specifications?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Plans and Specifications, Daily Work Reports, SiteManager
	     

	11.
	Is the tongue end of concrete pipe placed in direction of flow?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Visual
	     

	12.
	Is banding for corrugated metal pipe installed in accordance with specifications?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Visual, Specifications
	     

	13.
	Are concrete pipe joints snug and lift holes plugged?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Visual
	     

	14.
	Has backfill been placed in 6" or less lifts using materilal that meets specifications? 
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Specifications, Daily Work Reports, SiteManager
	     

	15.
	Is each lift thoroughly compacted before placing the next lift, in accordance with specifications?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Specifications, Daily Work Reports, SiteManager
	     

	16.
	Is backfill material free of debris, frost, vegetation, rock, etc.?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Visual, Daily Work Reports, SiteManager
	     

	17.
	Are moisture and density tests run as required?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Specifications, Daily Work Reports, SiteManager
	     

	18.
	When backfill is complete, is the pipe in proper alignment and undamaged?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Visual, Daily Work Reports, SiteManager
	     

	19.
	Do daily records include trenching, placement, backfilling information, item pay length, location and heat numbers?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Daily Work Reports, SiteManager
	     

	20.
	Was pay length determined by direct field measurement of the installed pipe?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Daily Work Reports, SiteManager
	     

	21.
	For flexible (plastic and corrugated metal) pipes, did the inspector verify that final deflections meet the requirements of specifications (after 30 days of completion of embankment)?
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	     
	Specifications, Daily Work Reports, SiteManager
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